
Changing the forward/reverse switch. 

1- Make sure the vehicle is turned off at the ignition key and remove the key. 

2- Remove the golf bag holder from the front of the vehicle. 

3- Undo the green hand nut and remove the bolt from the rear shock absorber. 

4- Tilt the body of the cruiser all the way forward. 

5- Open the battery compartment lid by removing the three hand nuts. 

6- Disconnect the batteries (the white plastic clips x 2) to ensure the power is off. 

7- At the controller unit (either a blue or silver box under the body of the cruiser, it has wires coming out of it), 

locate the 6 pin/wires white plastic connector and disconnect it. 

8- Remove the wires as shown for the forward reverse switch (or the switch that you need to replace). 

 

 

 

 

 

1           3           5 

 

 

 

2           4           6 

 

1 & 2 = forward and reverse switch 

3 & 4 = ignition switch 

5 & 6 = high low switch 

To remove, insert a small thin flat screw driver or other small item that can fit in the gap as shown, and gently pull 

the wire from the back of the connector. It may take a little wiggling of the screw driver and wire to remove. i.e. if 

you wish to remove the forward/reverse switch, insert the screwdriver in the gap next to pins 1 and 2. 

9- Follow the wires up to the back of the switch. It is usually glued in and you can chip away the glue with a 

screw driver and/or a pair of pliers.  

10- There are two tabs on the side of the switch, squeeze them together and push the switch through the body 

of the cruiser. 

11- Insert the new switch and push the wires into the connector. 

12- Re connect the connector into the same 6 pin connector. 

13- Re-assemble the cruiser in reverse order. 

 

For further information please see www.electricvehiclesoceania.com.au or email info@lordco.net.au or call  

(02) 8897 5374 
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